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DIMENSITON®S (UNIT mm)

MODEL No. : VB-—030—-F3

CHARACTERISTIC CURVEDS

A
CYCLES (Hz) 50 | 60 |PHASE
CAPACITY (m*/min) | 2.0 | 3.2 |PHASE :
PRESSURE (kPa) | 10.8 | 10.8 [VOLTAGE (V) [380-400-415/380-400-440] | &
MAX.OUTPUT (kW)|] 1.9 | 2.8 [VOLTAGE (V)
SUCTIONMAX. AMP' S (A) 4.2-4.3-4.6 | 5.5-5.3-4.8 [INSULATION 4
MAX.OPERATING PREGSURE (kPe) | 18.0 | 22.0 ( ;
MAX.OUTPUT (kW)| 2.2 | 382 | |
DISCHARGEM A X. AMP' S (A) L7-4.7-5.0 | 6.3-6.0-55( |
MAK.OPERATING PRESSURE(kPe) | 22.5 | 25.0 | |
SHIELD-BALL BEARINGS 6306727 / 620677
PAINTING COLOR MUNSEL 8.9Y 5.1/0.3
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CAPACITY:Q (m°/min)

Atmospheric conditions equal 20T (68° F)at 29. 92° Hg

1.
2. Measurement taken with thermally stabilized. (Scattering:+10%)
3. Continuous operation should be maintained under the

max. operating pressure.

4. A Current characteristic curve shows the valve at 400V.
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